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the original.  
 in 50 different ways.

• Twin cylinders*

• Twin boom tubes 
• Expander pins
• Reliable and user friendly
• Extremely high quality
• Powder coated
• Made from high grade steel

the original
The twin cylinders* in the standard grapple provide low and 
even shaft loading, which means less wear. The design of 
the claws allows the logs to roll in gently, fills the grapple 
efficiently, and ensures that the load stays in place. This 
grapple works quickly and easily on all types of material

* Models 015 and 020 work with one cylinder. ** The 080 model is designed for GV fastening as standard, The 100 model is designed for IR fastening as standard.

Max Working Pressure

Tip force, tip to tip

Opening time at 70l/min

Closing time at 70l/min

Length, Closed grapple

Maximum grapple opening

Max width

Width, outer claw

Height, closed grapple

Height, open grapple

Min load diameter

Load area

Max load

Weight

GRAPPLE DIMENSIONS



A

A Höjd, öppen gripB

Max gripviddB

D

Min gripdiameterD

E

Längd, sluten gripE

G

F

MaxbreddF

Bredd, ytterkloG

C

Höjd, sluten gripC

HASSELA SkOGSPRODuktER 
Åkerivägen 11, SE-820 78 Hassela, Sweden. Telefon +46 652 366 90. Fax +46 652- 405 50. E-post hsp@hsp.se

dimensions

accessories

service | dealers

Your local dealer:
All our products maintain the highest possible quality, 
which means that you will seldom need to use our 
service function. But if a fault or problem develops, our 
knowledgeable service personnel can help you at once. 
You can reach our customer service desk by phoning 
+46 652-366 90 or sending an e-mail to hsp@hsp.se

Please visit www.hsp.se for a 
wider range of accessories.

Do you want to upgrade 
your grapple, or just 
change a component?
You can find the entire 
range of optional upper 
mountings, rotators and 
bucket halves.
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Height, open grapple

Maximum grapple opening

Height, closed grapple

Min load diameter

Length, Closed grapple

Max width

Width, outer claw


